
In accordance with ISO 14025 and EN 15804:2012+A2:2019 for

Natural Stone from SILKARSTONE
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Technical Properties 

Value 

Min. Max 
Test Standards 

67.7 70.3 TS 699 

13.4 26.9 EN 14157 

18.5 24 EN 14157 

125 192 EN1926 

0.06 0.3 EN 13755 

1.26 EN 1925 

5.8 9.1 EN13161 

35 47 EN 14231 

20 21 EN 14231 

1400 2104 EN13364 

7.2 11.7 EN 12372 

-0.14 -12.5 EN14066 

lmpact Resistance 
Mpa 

Abrasion Resistance 
cm3/50 cm2

Abrasion Resistance 
mm 

Compressive Strength 
Mpa 

Water Absorption at 
Atmospheric Pressure 

% 

Water Absorption 
Coefficient of Natural Stone by Capillarity 

g/m25os

Flexural Strength Under Constant Moment 
Mpa 

Slip Resistance - Honned-Dry 

Slip Resistance - Honned-Wet 

Breaking Load at Dowel Hole 
N 

Flexural Strength Under a Concentrated Load 
Mpa 

Flexural Strength Changing After Thermal Shock 
% 

Open Porosity 0.13 0.9 EN 12371 














































